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Technical Datasheet 
FILTRATION 

FNAB 
Flat fan coil filter with 

antibacterial filter medium 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Page 1 of 3 

 
 

N
o.

 2
S1

32
9 

Ed
. 0

 d
at

ed
 

04
/2

1 

W
eb

 C
op

y 
- u

nc
on

tr
ol

le
d 

di
st

rib
ut

io
n 



 
 

 
 

Gardair S.p.A. reserves the right to modify the data contained in this document without notice. 

 

 

 

  FNAB  flat fan coil filter 
 

 
 
 

General features 
 

FNAB filters comprise a galvanised sheet metal frame and honeycomb polypropylene filter 
medium held between two electrowelded galvanised grilles, mesh size 12x24. 
The regenerable filter medium used in the FNAB filter generates extremely low headlosses and 
is the ideal solution for use in fan coils. 
This filter’s special feature is the filter medium used, which has initial antibacterial 
characteristics. 

 
 

Application 
 

Fan coil filtration, coarse pre-filtration for heat exchanger banks. 
 
 
 

Conditions of use 
 

Maximum operating temperature: 80 °C 
Recommended flow speed through filter medium: 1 m/s 
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Versions 
 

FNAB (standard version) 

With frame and two electrowelded galvanised grilles, 

NAB-N 0.23 whitish neutral filter medium 

 
FNAB/1RZ 

With frame and one electrowelded galvanised grille, 

NAB-N 0.23 whitish neutral filter medium 

 
FNAB/SR 

With frame, NAB-N 0.23 whitish neutral filter medium. 

Without retainer meshes 
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Dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Filter medium headloss 
 

The headloss when air is passed through the clean filter medium at 1 m/s is 4 Pa. 
When 30 g. of test dust is injected, the initial weighted efficiency A is 48% and the headloss is 
11 Pa. 

 
 
 

Antibacterial characteristics 
 

NAB-N, used in FNAB filters, is tested on both Gram-negative (Escherichia coli) and Gram-
positive (Staphylococcus aureus) bacteria, and has demonstrated an outstanding antibacterial 
activity. Tests, performed in accordance with ISO 22196:2011, confirm an initial antibacterial 
action over 99.99% 

 

Reference to 
standard 

 
Strain 

Antibacterial activity 
(R) 

Antibacterial 
activity 

% 

ISO 22196 
Escherichia coli 
Gram-negative 

6.1 100% 

ISO 22196 
Staphylococcus aureus 
Gram-positive 5.2 99.999% 
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Specification data 

Specification data for order 
Ø Quantity 
Ø Base (B) 
Ø Height (A) 
Ø Thickness (Th) 

Key 

1) Galvanised sheet metal frame 

2) Electrowelded galvanised retainer grilles, mesh size 12x24 

3) NAB-N honeycomb polypropylene filter medium 
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